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1. Beschreibung zum Update des Flashbootloaders

1.1 Objective of the document

Purpose of the document is to provide an installation guideline for the diagnostic tool for the homestar
battery management system (BMS)

1.2 Delivery Content
The delivery of the diagnostic tool contains 2 files

» Runtime Version of the diagnostic tool (Diagnostic Tool Runtime.zip)
» Application file containing the project specific software (HomestarDiagnostics.daps)

1.3 Installation Steps for the Diagnostic Tool

Note:
Before proceeding the installation, please make sure that the CAN/USB-Interface is not connected to
the PC/Laptop.

Step 1:
Extract the delivered File “Diagnostic Tool Runtime.zip” under any available directory. This contains
the runtime environment to run the Service tool.

Step 2:
Run setup.exe

Mame Anderungsdatum Typ Grafe

Compenents 25.08.2016 16:19 Dateiordner

data 25.08.2016 16:19 Dateiordner

LicenseTxt 25.08.2016 16:19 Dateiordner
4k | autorun.inf 25.11.201317:10 Setup-Informatio... 1 KB
4 | config.ini 25.11.201317:10 Konfigurationsein... 6 KB
@ mdt.ico 2511.201317:10 Symbaol 10 KB
| Readme bt 15122014 14:12 Textdokument 1 KB
A setup.exe 25112013 17:10 Anwendung 97 KB

Step 3:

Select the desired language and click OK.
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Step 4:

A dialog box with the components default selected appears and just click install without making any

changes.

¥ Modular Diagnostic Tool V1.07.3304 Setup

Choose Components -
]
Choose which Features of Modular Diagnostic Toal ¥1.07.3304 you want to install, W

Install Java ¥Yirtual Machine

windows Installer 3.1

SiE CA 132 Multi Thread Api

Process config.ini file

Install Modular Diagnostic Tool ¥1.07.3304

Step 5:
Then the next wizard appears and just click Next button.

Step 6:

Licence agreement wizard appears. Select “l accept the terms in the license agreement” and then click

Next button.

LT
itr: License Agreement

License Agreement
i

Please review the license terms before installing M.D.T. - Runtime
Huber-Automokive-AG Y1,07,3304,

IMPORTAMNT: READ CAREFLILLY:

This Sontheim Industrie Elektronik. GmbH End User License Agreement ("EULA" is a legal
agreement between you (either an individual or a single entity) and Sontheim Industrie
Elekkronik GmbH (SiE) For the materials accompanying this EULA, which may include computer
software, associated media, printed materials, and "on ling" or electronic docurmentation
("software™) and source files, resource Files, project and solution files ("Source Code™) For
Software, collectively "The Product”.

BY INSTALLING, COPYING OR OTHERWISE USING THE PRODUCT, YOU AGREE TO BE BOURD
BY THE TERM3 OF THIS EULA, IF ¥OU Do MOT AGREE TO THE TERMS OF THIS ELLA, Do MOT
IMSTALL, COPY OR JSE THE PRODUCT,

PRODICT LICEMSE
The Product is prokected by copyright laws and international copwright treaties, as well as

()1 accept the terms in the License Agreemert:

{731 do niot accept the berms in the License Agresment

Step 7:
Choose components wizard appears and click Next button.

x)

W
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i Choose Com ponents

Choose Components ‘”||lr

Choase which Features of M.D.T. - Runtime Huber-Automotive-AG
41.07,3304 wou want boinstall,

= @ Modular Diagrnostic Tool - Runtime
=8 ~ | Data Collection
=l ~ | Mini Server
= ~ | Runtime
=8 ~ | Syskem components reguired For MDT

Step 8:
System check wizard appears and click Next button.

i Systemcheck

Systemcheck

Checks all requirernents before installation.

Al requirements are Fullfilled, click Install to continue,

@ Disk Space Status.
@ MT_APT on the system,

@ Mo previous version Found,

Select the language as required and click Install.

& Systemcheck

Systemcheck

Checks all requirements before installation,

Select defaulk language For Runtime.

en S
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Step 9:
Now the installation is in progress.

i Installing

Installing

Please wait while M.0LT, - Runtime Huber-automotive-aG Y1,07,3304 is
being installed.

i

[IIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIII

On completing the installation click Close button.

i Completing the M.D.T. - Runtime Huber-Automotive-AG V1.07.... : : ad

computer,

Click Finish to close this wizard,

Completing the M.D.T. - Runtime Huber-Auktomotive-8G W1,07.3304 Setup Wizard

M. T. - Runtime Huber-Automotive-AG Y1.07.3304 has been installed on vour

M.D.T. - MDT MS V1.07.3304

_J| Please wait while ‘Windows configures M.0.T. - MDT b5
] %1.07.3304

[z atherimng required information...

(NENNRNANARANARARARRR )
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Step 10:

Now the PC must be restarted to get the changes reflected in the PC.

¥ Modular Diagnostic Tool V1.07.3304 Setup

‘? \

\_..\r/ ‘four computer must be restarted in order to complete the installation of Modular Diagnostic Tool ¥1,07.3304, Do vou want to reboot now?

L m [ wen

Now the installation is done.

Once the installation is successful, we could see MDT folder under C: drive.

Step 11:
In the directory c:/MDT please copy the delivered application file “HomestarDiagnostics.daps”

1.4 Run the Homestar Diagnostic Tool:

Step 1:
In order to run the Homestar Diagnostic Tool, connect the CAN/USB Interface to the USB Port of your
PC:

Step 2:
On the Homestar Product select the last Slave in the Daisy Chain configuration. Remove the CAN
Terminator on the RJ45 connector and plug in the delivered diagnostic cable.

Step 3:
Connect the diagnostic cable to the CAN/USB Interfache

Step 4:
Double Click on the file named “HomestarDiagnostics.daps”. The following screen shall be opened.
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Mercedes-Benz

STARTSEITE INVERTER INFO FEHLERSPEICHER BETRIEBSDATEN

Homestar nicht verbunden ‘

SYSTEM TOPOLOGIE

[DE]
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